
 

 

· DEL now offers the DELineator 4 Panel Linear Shaker 
with 40 square feet of gross screening area for jobs that 
require even greater flow rates and drier solids. 
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Page 2 Spec Sheet 

· The DELineator, linear motion shaker meets the needs of solids separation in a 
large number of different industries. To name a few, Drilling, (whether it be Oil and 
Gas, Water Well, or HDD), Dredging, Mining and Dewatering for waste disposal. 

· Our success in separating unwanted solids from fluids, as well as reclaiming 
valuable solids that in the past have been costly and wasteful to dispose of, has 
now placed DEL as a noteworthy competitor in the Solids Separation World. 

· DEL’s 3 panel linear motion shaker, The DELineator, boasts a gross screening 
surface area of  30 square feet, which is comparable to other manufactures 4 
panel shakers.  This equates to less screen cost per job and drier solids 

 

Combine these features with a wedge lock system that makes changing screens simple and quick, a manual jacking 
system that increases or decreases the incline of the screening deck, a 6.4 maximum G-force, and you get 4 panel 
performance at 3 panel cost. 



Page 3 Dimensions and Layout 

The DELineator can be configured to meet your 
projects specific needs. Please call DEL TANK & 

FILTRATION SYSTEMS @ 800-GO TANKS and 
speak with one of our customer representatives for 

more detailed information about The DELineator 
and how it can work for you. 

Optional Feed 
Box 

Optional Spray 
Bar Assembly 

2 hp Vibrator 
Motor “The 

Dam Thing” 

2’-9” 
[838mm] 

4’-9” 
[1448mm] 

8’-10” 
[2686mm] 

5’-6” 
[1676mm] 

 
6’-4” 

[1935mm] 
 


