
1-800-GO-TANKS 
www.deltank.com 

& Clarifiers 

HANDLES HIGHER FLOW RATES IN DREDGING AND DEWATERING PROJECTS WITH THE CAPACITY OF 45,000 GALLONS.  A TILTED PLATE BAFFLE SYSTEM, SETTLED 

SOLIDS CONVEYANCE SYSTEM AND EFFLUENT OVERFLOW TROUGH SYSTEM PROVIDE REMOVAL OF SETTLED SOLIDS AND DISCHARGE OF A CLEAN EFFLUENT. 

D E L  T A N K  T H I C K E N E R S  &  C L A R I F I E R S 

Thickeners 

12,000 Gallon Unit 

45,000 Gallon Unit 



Power Requirements 

10 hp @ 480V 3Ph 

Amps 

14 Full Load 

Electrical Cable 

4 Conductor size 2 Marine Cable 

V-Tank Volume 

12,000 Gallons 

Controls 

VFD (auger) 

S P E C S  &  I N F O R M A T I O N 

& Clarifiers 
Thickeners 
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Setup Dimensions 

53’L x 11’9 W x 20’H— Does not include stairs 

Unloading Weight 

 Approx Bottom 44,00 lbs    Top  47,000 lbs 

Power Requirements 

15hp @ 480V 3Ph 

Amps 

21 Full Load 

Electrical Cable 

4 Conductor size 10 Marine Cable 

V-Tank Volume 

44,919 Gallons 

Controls 

VFD (auger) 

45,000 Gallon 12,000 Gallon 
Setup Dimensions 

52’L x 8’6’W x 10’6”H 

Unloading Weight 

Approx 35,000 lbs 

T h e  T h i c k e n e r s  

can be configured to meet your projects specific 

needs. Please call DEL TANK & FILTRATION SYSTEMS 

@ 1-800-GOTANKS and speak with one of our cus-

tomer representatives for more detailed information 

about the TOTAL CLEAN SYSTEM and how it can work 

f o r  y o u 


